INSTALLATION INsTRUcTIONs  ProTec T2-350-3+1

Installation Instructions:

ProTec T2-350-3+1

Please read the following before insta g your
ProTec Surge Protective Device:

*  Verify the system voltage and configuration on the

label if it is appropriate for the application.

* Risk of Electric Shock - Installation and
maintenance should be performed by qu
personnel only.

¢ Disconnect from energized circuits before
installing or servicing.

* Safety rules and regulations applicable to all

be followed. National standards and safety
regulations must be respected.

* The external mechanical integrity of the device

visible damage should not be installed.

¢ Connecting leads shall be kept as short as

possible and not exceed 0.5m in total length per

SPD (in the case of a T-connection).

Product name

Mode of protection M L-N, N-PE
i AC [277vi 0%
i L-N/N-PE | 1750V / 1500V
i L-N/N-PE | 1500V / 1000V

L-N/N-PE | 20KA /40kA
L-N/N-PE | 50kA / 65KkA

lcen / Back-up fuse

| 50kA/ 250A gG fuse
(per IEC 61643-1 1)

| 25kA/ 315A gG fuse
| 200kA

devices connected to power lines should always

must be checked before installation. Products with

* lts use is only permitted within the limits shown and
stated in these installation instructions. Opening or
tampering with the device invalidates the warranty.

ProTec T2-350-3+1
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| -40°C...+85°C
RH 5%..95%

| 35mm DIN rail, EN 60715

—F (solid) striping lenght 12.5mm | @ min 1.5mm?/ o max 35mm?/ o min 16 AWG / @ max 2 AWG

—i= (stranded) striping lenght %412.5mm | @ min 1.5mm?/ & max 25mm?/ @ min 16 AWG / o max 4 AWG

Protection Configurations
Typical protection configurations for various power distribution systems are given below.

TT Network System, 3+1

TN-C-S, TN-S Network System, 3+1

Back-up fuse (OCPD)
per IEC

75 T&TX 30/PH2/ SLOT %

Protection against short circuit
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Plug Installation

~

Insert the module.

Close the locking clip.

Snap the locking clip
into base.

Open the locking clip.
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Izjava EU o skladnosti
EU declaration of conformity

Proizvajalec:
Manufacturer:

Raycap d.o.o0.

Poslovna cona Zeje pri Komendi, Pod hrasti y A
1218 Komenda, Slovenia

S polno odgovornostjo izjavlja, da sledeti izdelki
Hereby, we declare under our responsibility that the following products

Opis: Prenapetostni odvodniki serije ProTec T2 S0 razviti za zaséi
zascito v skladu s standardom /£ C62305-2.

Description: Surge protective devices series ProTec T2 have been developed for protection against indirect ligh tning discharges, They
are intended to provide protection in accordance with I C62305-2.

Ime izdelka: ProTec T2-350-3+1-p
Product name: ProTec T2-350-3+1-P-LC
T2-3+1 Locking Clips
ProTec T2-350-3+1-B
Tip / model: 58.0269
Type / Model: 58.0331
515291
580.270

so v skladu z odredbo
is in compliance with the requirements of regulations

Nizko napetostna direktiva:

LVD 2014/35/EU
Low Voltage Directive:

Direktivi o omejevanju uporabe nekaterih snovi v elektriéni
in elektronski opremi: . . RoHS3 EU 2015/863
Directive on the restriction of the use of certain hazardous :

substances in electrical and electronic equipment:

in ustreza zahtevam naslednjih standardov
and fulfils the requirements of the following standards

- IEC 61643-11:2011
Standardi EN 61643-11:2012 3
Standards: 3
Kraj in datum izdaje: Zig: Ime, poloZaj in podpis: %
Place and date of issue: aycap Name, function and signature: §
l\1l|irjam Cergolj, Managing Director g
Ljubljana, 14. 8. 2019 cap d.o.o. 3
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