
























































































Inverter Model 1K 2K 2.5K 3K 3.6K 

Efficiency 

Max. Efficiency 97.7% 97.7% 97.8% 97.8% 97.8% 

European efficiency 96.2% 96.8% 97.3% 97.3% 97.5% 

Input 

Max. input power 600V 

Max. input voltage 360V 

Max. input current 12.5A 11A 

Starting voltage 90V/70V 

MPPT operation voltage range 70V-580V 

Full load MPPT voltage range 90V-520V 170V-520V 210V-520V 240V-520V 360V-520V 

Max. number of inputs 1 

Number of MPPT routes 1 

Max. short circuit current 15A 

Max. back feed current 0A 

Over voltage class II 

Output 

Rated output power 1,000W 2,000W 2,500W 3,000W 3,600W 

Max. apparent power 1,100VA 2,200VA 2,750VA 3,300VA 3,960VA 

Max. active power (PF=1) 1,100W 2,200W 2,750W 3,300W 3,960W 

Max. output current 4.8A 9.5A 11.9A 14.3A 17.2A 

Max. Inrush current 10A 

Max. output fault current 7A 13A 17A 20A 24A 

Rated grid voltage 220V/230V/240V,L+N+PE 

Grid voltage range* 160V-300V 

Rated grid frequency 50Hz/60Hz 

THDi <3%（Rated power） 

DC off-sets current <0.5%ln 

Power factor >0.99 Rated power（Adjust range 0.8 lead----0.8lag） 

Over voltage class III 

 

 

 



Common specs 

Topology Transformerless 

Protective class I 

Protection level IP65 

Pollution degree PD3 

Operating temperature range -25 degree~60 degree 

Relative humidity 0－100% 

Warranty 5 year 

Cooling Natural convection 

Max. operating altitude 4000m 

Noise <25dB 

Dimensions 285*336*125mm 

Weight 8.8KG 

Protection Input DC switch, Anti-islanding, protection, Output short circuit 

protection, Input reverse-connection protection, AC surge protection, 

Insulation resistance detection, RCD detection 

 

 

 





 

Common specs 

Topology Transformerless 

Protective class I 

Protection level IP65 

Pollution degree PD3 

Operating temperature range -25 degree~60 degree 

Relative humidity 0－100% 

Warranty 5 year 

Cooling Natural convection 

Max. operating altitude 4000m 

Noise <25dB 

Dimensions 335*426*125mm 

Weight 12.8KG 

Protection Input DC switch, Anti-islanding, protection, Output short circuit 

protection, Input reverse-connection protection, AC surge protection, 

Insulation resistance detection, RCD detection 
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